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Hay Canyon Rd. Nahahum Canyon Rd. Nahahum Canyon Rd.
MP 110.13 MP 111.09 MP 111.98

/
#

\ Aplets Way \ Cotlets Way

Goodwin Rd.
FGTS Class / Functional Class / Level of Dev. T2 / NHS; HSS; Rural Principal Arterial / Design Standard
Access Management / Control Partial Control Limited Access
18109/ 9% / 9% / 51% / 60/ 1.025% / 2.7
= 32754 = 49
o d
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Posted 3 2
1998 AADT/ %Trk / %K / %D / MPH / %Growth / ACR 13580/ 7% / 13% / 56% / 60/ 1.025% / 2.1 | 14080/ 10% / 9% / 51% / 60 /1.025% / 6.1
2022 AADT ACR 24562 3.7 25467 11.0
Jersey Barrier MP 111.09 to MP 111.98
LTL, RTL

* Existing Conditions

/ Signal

LTL, RTL \
4-12 ft. Lanes; 10 ft. Paved Shoulders; 14 ft. Paved Median |

Deficiencies

Future Needs

|
\ \ \ \
Risk-Rocks MP 110.21 to MP 110.75 At Grade
MP 110.72 to MP 111.42

\ At Grade

Construct Interchange
MP 109.78 to MP 110.48

\

MP 109.78 to MP 110.48

11 dN

Signal (to be
constructed 2001)

Improvement Roadside ©
MP 110.21 to MP 110.75 3
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Construct Interchange

MP 110.75 to MP 111.42 Interc

MP 111.63 to MP 112 33—
\

* MP 110.13 to MP 112.29 Median separation consists
of Intermittent Jersey barrier placement
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WSDOT NORTH CENTRAL REGION
ROUTE DEVELOPMENT PLAN

SR 2/97 MP 110.13 to MP 112.29

12/1/00
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